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ABSTRACT

OBJECTIVE

The objective of this research isto improve the performance of moving bed granular filters for hot gas
clean up. Granular bed filters are attractive because they employ low-cost refractory particles asfilter
media and offer the prospect for constant pressure drop.

Based on observations by other researchers that formation of dust cake isimportant to efficient dust
collection for fixed bed granular filters, we have developed a new concept for a moving bed granular
filter. The god isto establish a quas-steady dust cake that is continuoudy renewed on the upstream
sde of the dust cake and swept away on the downstream side. The advantage of a quas-steady dust
cake isavoidance of periodic variation in efficiency and pressure drop inherent in most barrier filters.

Specific objectives of thisresearch include:

Understand the interfacia phenomena of dust cake formation in moving bed filters
Develop performance correl ations gpplicable to high temperatures and pressures
Develop granular filters that exploit dust cakes to improve collection efficiency



ACCOMPLISHMENTSTO DATE

This annual report covers the period from the start of the project, July 1, 1999, to December 31, 1999.
Work to date has concentrated on congtructing experimental equipment and designing ingrumentation
required for the project.

We have completed design of amoving bed with axidly symmetric flow suitable for parametric
evaudions of filter performance. Origind plans to use an exidting Plexiglas moving bed granular filter
were scrapped when it was redized that the Plexiglas shell could not handle the dightly elevated
pressures (on the order of 20 psig) planned for some of the smilitude evaluations. Also, the origina
filter body was not large enough to accommodate the desired interfacia area between the granular
materid and the gas. Inits place, we have designed asimilar but dightly larger filter to be congtructed
of duminum.

Our design cdlsfor an auger to feed fly ash into theinlet line. The auger feed rate can be calibrated to
give arough estimate of particulate concentrations; isokinetic sampling will be employed for accurate
measurements. Since concentration measurements using isokinetic sampling is an off-line technique, we
are ds0 designing an ontline technique based on optica extinction measurements. Two He-Ne operated
in conjunction with two photodiodes will be used to measure particle concentrations in the entering and
exiting gasflows. BeersLaw relates the light attenuation to the particle concentration if the Sze
digribution of particlesisinvariant with time. This invariance requires careful control of fly ash sze
added to the auger feeder. Isokinetic sampling will be used to check this assumption on a periodic basis.

SIGNIFICANCE TO FOSSIL ENERGY PROGRAMS

Advanced cod-fired power cycles under development by the U.S. Department of Energy include
pressurized fluidized bed combustion and integrated gasification/ combined cycles based on gas turbines
and fud cdls. All of these advanced cycles are premised on the efficient remova of fine particles from
high temperature, high pressure (HTHP) gas streams.  Recent analyses suggest that granular bed filters
are among the most promising approaches to hot-gas clean up for advanced cod converson
technologies. Granular bed filters are attractive for hot gasfiltration because they employ low-cost
refractory granules asfilter media

PLANSFOR THE COMING YEAR

Find assembly of the experimental system will be completed

Smilitude theory will be employed in the design of experiments that can be performed at conditions
close to ambient while smulating the hydrodynamic conditions associated with high temperature,
high pressure gas flows.
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